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TECHNICAL DATA:

Net Dimensions L x W x H: 13.94 x 5.12 x 0.886in (354 x 130 x 22.5 mm) 

Construction: ABS Plastic (Chiclet Style with Silicone Cover)

Waterproof/Dustproof Ratings:

Gross Dimensions: 14.25 x 5.6 x 1.2in (362 x 142 x 30.5 mm)
Key Layout: 99 Keys including 10 Keypad

Key Illumination:  Caps Lock, Num. Lock, Keyboard Lock, 
Scroll Lock Keys, 

Net Weight: .66lb (.299kg)

Gross Weight: .73lb (.331kg)

Connection Type: 6ft (1.83m) Long USB Cable with Magnetic 
Connector to Keyboard 

Key Switch Force: 60 ± 15 gf
Key Switch Life Cycle: 8,000,000 keystrokes
Key Switch Type: Chiclet Style with Scissor Mechanism

Keycaps Imaging Type: Laser-Etched Keys 

Compatibility: Windows    (USB Models)
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PRODUCT DATASHEET

Model: SSWKSV101PRO

EMI - RFI: Conforms to FCC Rules for Class B
Computing Device

Storage Temperature: -5o to 55o C

Total Key Travel:
Operating Voltage: + 5VDC ± 5%

IP68, NEMA 4X

Approvals/Certifications:

.08 in (2mm)

IPx8, FCC, CE, RoHS, WEEE, WHQL
ICES-003, RSS-210

CLEANWIPE PRO WATERPROOF
& ERGONOMIC KEYBOARDS


